
Department of Transportation 
Office of Project Development  
700 E Broadway Avenue 
Pierre, South Dakota 57501-2586    605/773-3268 
FAX: 605/773-6608 
 
 
 

March 28, 2014 
 
 
ADDENDUM NO. 1 
 

RE:  Item #16, April 2, 2014 Letting - IM-P 0021(153), PCN 046Q, Aurora, Brule, 
Charles Mix, Davison, Gregory, Hanson, McCook County - Rout & Seal 

 
TO WHOM IT MAY CONCERN: 
 
The following addenda to the plans shall be inserted and made a part of your proposal for the 
referenced project. 
 
SPECIAL PROVISIONS: NO CHANGE 

 
BID ITEM FILE: Quantities for Bid Items were changed: 

Bid Item 350E0010 “Asphalt Concrete Crack Sealing” changed from 153,601 
to 193,367 Lb  

Bid Item 634E0010 “Flagging” changed from 1,480 to 1,940 Hour 
Bid Item 634E0020 “Pilot Car” changed from 685 to 915 Hour 
Bid Item 634E0100 “Traffic Control” changed from 6,359 to 6,801 Unit 

 
PLANS: Please destroy sheets 1, 11, 12, 13 and 23 and replace with the enclosed sheets, 

dated 3/18/14. Sheet 1A was added dated 3/18/14. 
 

Sheet 1: Revised title sheet to include a segment of SD34. 
 
Sheet 1A: Project 034-253 was added. 
 
Sheet 11: Quantities for Bid Items were changed: 

Bid Item 350E0010 “Asphalt Concrete Crack Sealing” changed from 153,601 
to 193,367 Lb  

Bid Item 634E0010 “Flagging” changed from 1,480 to 1,940 Hour 
Bid Item 634E0020 “Pilot Car” changed from 685 to 915 Hour 
Bid Item 634E0100 “Traffic Control” changed from 6,359 to 6,801 Unit 

 
Sheet 12: ESTIMATE OF QUANTITIES was revised to include 034-253. 
 

Connecting South Dakota and the Nation

 



 
 
 
 
 
 
 
 
 
Sheet 13: ASPHALT CONCRETE CRACK SEALING note and TABLE OF 

LONGITUDINAL AND TRANSVERSE CRACKS were revised. 
 
Sheet 23: ITEMIZED LIST FOR TRAFFIC CONTROL, 034-253 BUFFALO & JERAULD 

COUNTIES PCN 046Q was added. 
 
Sincerely,  
 
 
 
Brace Prouty, P.E. 
Engineering Supervisor 
 
BP/cj 
 
CC: Craig Smith, Mitchell Region Engineer  
 Tammy Williams, Mitchell Area Engineer 
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PCN 046Q

NET LENGTH: 21.146 MILES
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GROSS LENGTH: 21.227 MILES

ASPHALT CONCRETE CRACK SEALING

BUFFALO & JERAULD COUNTIES

(034-253)

P 0021(153)

ADT (2013) 697

34

45

227 ST

229 ST

230 ST

34

SD

3 2 14

9 10 11 12

15 14 13

21 22 23 24

6

7

5 4

8 9

3

10

2

11

1

12

6

7

5

8

4

9

3

10

2

11

18 18
17 17

16
1615

15
14

14
13

19 19 2021 2122
22

23
23

24

1 6

12 7

13 18

24 19

4

9

16

21 22

15

10

35

8

17

20

2 1

11

23

6 5

8

17

20

C
r
o
w

C
r
e
e
k

WESSINGTON

SPRINGS
POP.  1,011

3
8
3
 

A
V

E

24

12

13
14

18

19

3
8
2
 

A
V

E

3
8
0
 

A
V

E

3
7
9
 

A
V

E

3
7
8
 

A
V

E

3
7
7
 

A
V

E

3
7
6
 

A
V

E

3
7
5
 

A
V

E

3
7
4
 

A
V

E

3
7
3
 

A
V

E

3
7
2
 

A
V

E

3
7
1
 

A
V

E

3
7
0
 

A
V

E

3
6
9
 

A
V

E

3
6
8
 

A
V

E

3
6
7
 

A
V

E

3
6
6
 

A
V

E

3
6
5
 

A
V

E

3
6
3
 

A
V

E

3
6
2
 

A
V

E

3
6
1
 

A
V

E

3
6
4
 
 

A
V

E

3
8
4
 

A
V

E

T
 1

0
7
 N

R 68 W R 67 W R 66 W
R 65 W

J
E

R
A

U
L

D

B
U

F
F

A
L

O
C

O
U

N
T

Y

C
O

U
N

T
Y

20

STR. NO. 37-011-080

MRM 295.85

105’-6"=0.020 Mile

Cont. Concrete Bridge
STR. NO. 37-038-080

MRM 298.59

128’-6"=0.024 Mile

Cont. Concrete Bridge

STR. NO. 37-102-080

MRM 304.93

105’-6"=0.020 Mile

Cont. Concrete Bridge

STR. NO. 37-111-080

MRM 305.79

92’-0"=0.017 Mile

Cont. Concrete Bridge

D
A

K
O

T
A
 

A
V

E
.

END PROJECT

(2250’ E of Jct SD34/Dakota Ave)

MILEAGE 263.246

MRM 313.00 +0.079

BEGIN PROJECT

(50’ W of Jct SD45/SD34)

MILEAGE 242.019

MRM 291.83 -0.009

Revised 3-18-14 PEH

IM-P 0021(153) 1A        24IM-P 0021(153)



ESTIMATE OF QUANTITIES 

PROJECT 
 

STATE 
OF 

SOUTH 
DAKOTA __ ____(__)___ 

SHEET 

10 __ 

TOTAL 
SHEETS 

 
IM-P 0021(153) 

(034-253, 045-253, 047-251, 050-253, 050-251, 
090W-253, 090E-253, 090P-253, 090L-252 & 262-252) 

AURORA, BRULE, CHARLES MIX, DAVISON, GREGORY, HANSON & McCOOK COUNTIES 
PCN 046Q 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SPECIFICATIONS 
Standard Specifications for Roads and Bridges, 2004 Edition 
and Required Provisions, Supplemental Specifications and/or 
Special Provisions as included in the Proposal. 
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ESTIMATE OF QUANTITIES 
(FOR INFORMATION ONLY) 

PROJECT 
 

STATE 
OF 

SOUTH 
DAKOTA __ ____(__)___ 

SHEET 

10 __ 

TOTAL 
SHEETS 

 
 

 

BID P 0021(153) P 0021(153) P 0021(153) P 0021(153) P 0021(153) IM 0021(153) IM 0021(153) P 0021(153) P 0021(153) P 0021(153)
ITEM ITEM 034-253 045-253 047-253 050-253 050-251 090W-253 090E-253 090P-253 090L-252 262-252

009E0010  Mobilization Lump Sum

350E0010  Asphalt Concrete Crack Sealing 39,766 30,634 24,976 23,667 10,218 20,386 9,251 1,549 8,238 24,682 193,367 Lb

634E0010  Flagging 460 400 290 270 120 20 20 10 60 290 1,940 Hour

634E0020  Pilot Car 230 175 145 135 60 10 10 5 ---- 145 915 Hour

634E0100  Traffic Control 442 442 374 442 442 1,348 1,324 442 1,103 442 6,801 Unit

634E0120  Traffic Control, Miscellaneous Lump Sum

634E0420  Type C Advance Warning Arrow Panel ---- ---- ---- ---- ---- 1 1 ---- 4 ---- 6 Each

998E0100  Railroad Protective Insurance ---- LS ---- ---- ---- ---- ---- ---- ---- ---- Lump Sum

◄─────────────────────────────────────────────── LUMP SUM ───────────────────────────────────────────────►

◄─────────────────────────────────────────────── LUMP SUM ───────────────────────────────────────────────►

QUANTITY
TOTAL
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PROJECT 
 

STATE 
OF 

SOUTH 
DAKOTA __ ____(__)___ 

SHEET 

10 __ 

TOTAL 
SHEETS 

COORDINATION BETWEEN CONTRACTORS 
 
A separate contract for Project IM-NH-P 0021(152) 045V Brule, Gregory, 
Aurora and Davison Counties will be awarded to another Contractor for 
Asphalt Concrete Surface Treatment on SD 45, SD 47, I 90 WB/EB and I 
90P. 
 
The Contractor shall schedule his work so as to complete the asphalt 
concrete crack sealing on projects 045-253 Brule, 047-251 Gregory, 090W-
253 Aurora & Davison, 090E-253 Aurora & Davison and 090P-253 Aurora 
before completion of the above asphalt surface treatment projects. 
 
A separate contract for Project IM 0020(00)135 04AW Aurora has been 
awarded to another Contractor for Rest Area Lagoon Improvements on I 90 
WB/EB. 
 
A separate contract for Project IM 0906(68)289 03VT Aurora has been 
awarded to another Contractor for Fence Replacement on I 90 EB. 
 
A separate contract for Project P 0042(49)327 037F & P 0262(07)373 04QR 
has been awarded to another Contractor for asphalt concrete resurfacing on 
SD 42 and SD 262. 
 
The Contractor shall schedule his work so as not to interfere with or hinder 
the progress of the work performed by other contractors on the above 
projects. 
 
ASPHALT CONCRETE CRACK SEALING 
 
The Typical Reservoir Section shall be 3/4 inch wide x 3/4 inch deep as 
shown on the sheet titled Typical Reservoir Section, NOT 3/4 to 7/8 inch wide 
and deep as noted in Section 350.3 of the Standard Specifications. 
 
Cracks less than 3/4 inch in width or depth will require routing to a width and 
depth of 3/4 inch. 
 
Cracks 3/4 inch or greater in width and depth will not require routing, but shall 
be thoroughly cleaned of foreign materials to a depth equal to the width of the 
crack. 
 
Cleaning shall be accomplished with an air compressor producing a minimum 
of 125 CFM output and equipped with a maximum 3/4 inch nozzle. 
 
The tool used to level the sealant shall be a maximum of three inches wide. 
 
A blotting material such as toilet tissue shall be placed over the sealant 
material immediately after placement on all sealed cracks. 
 
Only the top of the road shall be routed and sealed.  No routing and sealing 
shall be done on the Asphalt Concrete bevel. 
 
On projects with curb and gutter, the asphalt concrete will typically be sealed 
gutter to gutter. 
 
The width of crack sealing will vary but the typical roadway widths for 
information only are as follows: 
 
Project 034-253 the typical width is 30 feet. 
 
Project 045-253 the typical width is 32 and 24 feet. 

ASPHALT CONCRETE CRACK SEALING (CONTINUED) 
 
Project 047-251 the typical width is 32 feet. 
 
Project 050-253 (West Segment) the typical width is 32, 28 and 36 feet. 
 
Project 050-253 (East Segment) the typical width is 32, 30 & 28 feet. 
 
Project 050-251 the typical width is 24 feet. 
 
Project 090W-253 (Chamberlain WB Rest Area ramps and crossroad) the 
typical width is 18 feet to 26 feet. 
 
Project 090E-253 (Chamberlain EB Rest Area ramps and crossroad) the 
typical width is 18 feet to 26 feet. 
 
Project 090P-253 the typical width is 28 feet. 
 
Project 090W-253 (WB Shoulders) the typical width is 8 feet on the outside 
shoulder and 4 feet on the median shoulder. 
 
Project 090E-253 (EB Shoulders) the typical width is 8 feet on the outside 
shoulder and 4 feet on the median shoulder. 
 
Project 090W-253 (WB Rest Area) the typical width is 18 feet to 123 feet. 
 
Project 090E-253 (EB Rest Area) the typical width is 18 feet to 122 feet. 
 
Project 090W-253 (WB Exit 308 ramps and crossroad) the typical width is 24 
and 25 feet on the ramps and 40 feet on the crossroad. 
 
Project 090E-253 (EB Exit 308 ramps and crossroad) the typical width is 24 
and 25 feet on the ramps and 40 feet on the crossroad. 
 
Project 090L-252 the typical width is 48 feet on Havens Ave. and 36 feet on 
Rowley Ave. 
 
Project 262-252 the typical width is 28, 32, 36, 37, and 30 feet. 
 
All other requirements stated in Section 350 of the Standard Specifications 
shall apply. 
 
Cost for routing, cleaning, furnishing and installing blocking medium and 
furnishing and placing blotting material shall be incidental to the contract unit 
price per pound for Asphalt Concrete Crack Sealing. 
 

TABLE OF LONGITUDINAL AND TRANSVERSE CRACKS 
PROJECT LONGITUDINAL TRANSVERSE 

034-253 12% 88% 
045-253 18% 82% 
047-251 1% 99% 
050-253 7% 93% 
050-251 3% 97% 
090W-253 5% 95% 
090E-253 7% 93% 
090P-253 38% 62% 
090L-252 52% 48% 
262-252 9% 91% 

 

GENERAL MAINTENANCE OF TRAFFIC 
 
Flaggers and a pilot car shall be used when traffic must be routed out of its 
normal lane for a distance greater than the two flaggers are able to 
communicate with each other. 
 
Removing, relocating, covering, salvaging and resetting of permanent traffic 
control devices, including delineation, shall be the responsibility of the 
Contractor.  Cost for this work shall be incidental to the contract unit prices 
for the various items unless otherwise specified in the plans.  Any delineators 
and signs damaged or lost shall be replaced by the Contractor at no cost to 
the State. 
 
Storage of vehicles and equipment shall be outside the clear zone and as 
near as possible to the right-of-way line.  Contractor’s employees should 
mobilize at a location off the right-of-way and arrive at the work sites in a 
minimum number of vehicles necessary to perform the work. 
 
Indiscriminate driving and parking of vehicles within the right-of-way will not 
be permitted.  Any damage to the vegetation, surfacing, embankment, 
delineators and existing signs resulting from such indiscriminate use shall be 
repaired and/or restored by the Contractor, at no expense to the State, and to 
the satisfaction of the Engineer. 
 
The Contractor shall provide documentation that all breakaway sign supports 
comply with FHWA NCHRP 350 or MASH crash-worthy requirements.  The 
Contractor shall provide installation details at the preconstruction meeting for 
all breakaway sign support assemblies. 
 
Work activities shall be confined to one-half roadway or ramp width, leaving 
the adjoining lane open to traffic.  Routing traffic onto gravel or asphalt 
shoulders during any phase of the construction will not be allowed.  Damage 
to the shoulders due to the Contractor’s operations shall be repaired by the 
Contractor, to the satisfaction of the Engineer, at no expense to the State. 
 
Overnight lane closures will not be allowed. 
 
Sufficient traffic control devices have been included in these plans to sign 
one workspace for each route.  Details for each route are shown elsewhere in 
the plans.  If the Contractor elects to work on additional sites simultaneously, 
the cost for additional traffic control devices shall be incidental to the contract 
unit price per unit for Traffic Control. 
 
MAINTENANCE OF TRAFFIC (INTERSTATE HIGHWAYS) 
 
A Type III Barricade shall be installed at the end of a lane closure taper as 
detailed in these plans.  Additional Type III barricades shall be installed 
facing traffic within the closed lane at a spacing of ¼ mile. 
 
Work activities shall not be conducted simultaneously on the median and 
outside shoulders of the same directional set of lanes. 
 
The use of interstate maintenance crossovers will not be permitted. 
 
Traffic will be permitted on the ramp shoulders when necessary to allow 
traffic around a workspace. 
 
Each Rest Area shall be allowed to be closed for one day from sunrise to 
sunset.  Only one Rest Area shall be closed at a time. 
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ITEMIZED LIST FOR TRAFFIC CONTROL PROJECT 
 

STATE 
OF 

SOUTH 
DAKOTA __ ____(__)___ 

SHEET 

10 __ 

TOTAL 
SHEETS 

SIGN 
CODE SIGN SIZE DESCRIPTION

NUMBER 
REQUIRED

UNITS PER 
SIGN UNITS

G20-2 36'' x 18'' END ROAD WORK 2 17 34
W3-4 48'' x 48'' BE PREPARED TO STOP 2 34 68
W20-1 48'' x 48'' ROAD WORK AHEAD 4 34 136
W20-4 48'' x 48'' ONE LANE ROAD AHEAD 2 34 68
W20-7 48'' x 48'' FLAGGER 4 34 136

TOTAL UNITS 442

SIGN 
CODE SIGN SIZE DESCRIPTION

NUMBER 
REQUIRED

UNITS PER 
SIGN UNITS

G20-2 36'' x 18'' END ROAD WORK 2 17 34
W3-4 48'' x 48'' BE PREPARED TO STOP 2 34 68
W20-1 48'' x 48'' ROAD WORK AHEAD 4 34 136
W20-4 48'' x 48'' ONE LANE ROAD AHEAD 2 34 68
W20-7 48'' x 48'' FLAGGER 4 34 136

TOTAL UNITS 442

SIGN 
CODE SIGN SIZE DESCRIPTION

NUMBER 
REQUIRED

UNITS PER 
SIGN UNITS

G20-2 36'' x 18'' END ROAD WORK 2 17 34
W3-4 48'' x 48'' BE PREPARED TO STOP 2 34 68
W20-1 48'' x 48'' ROAD WORK AHEAD 3 34 102
W20-4 48'' x 48'' ONE LANE ROAD AHEAD 2 34 68
W20-7 48'' x 48'' FLAGGER 3 34 102

TOTAL UNITS 374

SIGN 
CODE SIGN SIZE DESCRIPTION

NUMBER 
REQUIRED

UNITS PER 
SIGN UNITS

G20-2 36'' x 18'' END ROAD WORK 2 17 34
W3-4 48'' x 48'' BE PREPARED TO STOP 2 34 68
W20-1 48'' x 48'' ROAD WORK AHEAD 4 34 136
W20-4 48'' x 48'' ONE LANE ROAD AHEAD 2 34 68
W20-7 48'' x 48'' FLAGGER 4 34 136

TOTAL UNITS 442

SIGN 
CODE SIGN SIZE DESCRIPTION

NUMBER 
REQUIRED

UNITS PER 
SIGN UNITS

G20-2 36'' x 18'' END ROAD WORK 2 17 34
W3-4 48'' x 48'' BE PREPARED TO STOP 2 34 68
W20-1 48'' x 48'' ROAD WORK AHEAD 4 34 136
W20-4 48'' x 48'' ONE LANE ROAD AHEAD 2 34 68
W20-7 48'' x 48'' FLAGGER 4 34 136

TOTAL UNITS 442

034-253  BUFFALO & JERAULD COUNTIES  PCN 046Q

045-253  BRULE COUNTY  PCN 046Q

047-251  GREGORY COUNTY  PCN 046Q

050-251  CHARLES MIX COUNTY  PCN 046Q

050-253  BRULE COUNTY PCN 046Q

 
 
 
 

SIGN 
CODE SIGN SIZE DESCRIPTION

NUMBER 
REQUIRED

UNITS PER 
SIGN UNITS

E5-1 36" x 32" EXIT GORE SIGN 1 24 24
G20-2 48'' x 24'' END ROAD WORK 1 24 24
R1-2 36" x 36" YIELD 1 27 27
R2-1 36" x 48" SPEED LIMIT 45 2 29 58
R2-1 36" x 48" SPEED LIMIT 75 1 29 29
R2-1 36" x 48" SPEED LIMIT ** 1 29 29
R11-2 48'' x 30'' ROAD CLOSED 1 27 27
W3-5 48" x 48" SPEED LIMIT 45 AHEAD (SYMBOL) 2 34 68
W4-2 48" x 48" LEFT OR RIGHT LANE ENDS (SYMBOL) 2 34 68
W5-4 48" x 48" RAMP NARROWS 1 34 34

W13-4P 36" x 36" ON RAMP 2 27 54
W20-1 48'' x 48'' ROAD WORK AHEAD 3 34 102
W20-4 48'' x 48'' ONE LANE ROAD AHEAD 1 34 34
W20-5 48'' x 48'' LEFT OR RIGHT LANE CLOSED AHEAD 2 34 68
W20-7 48'' x 48'' FLAGGER 2 34 68

SPECIAL 48'' x 48'' REST AREA CLOSED AHEAD 1 34 34
***** TYPE III BARRICADE - 8 FT. SINGLE SIDED 15 40 600

TOTAL UNITS 1348

SIGN 
CODE SIGN SIZE DESCRIPTION

NUMBER 
REQUIRED

UNITS PER 
SIGN UNITS

E5-1 36" x 32" EXIT GORE SIGN 1 24 24
R1-2 36" x 36" YIELD 1 27 27
R2-1 36" x 48" SPEED LIMIT 45 2 29 58
R2-1 36" x 48" SPEED LIMIT 75 1 29 29
R2-1 36" x 48" SPEED LIMIT ** 1 29 29
R11-2 48'' x 30'' ROAD CLOSED 1 27 27
W3-5 48" x 48" SPEED LIMIT 45 AHEAD (SYMBOL) 2 34 68
W4-2 48" x 48" LEFT OR RIGHT LANE ENDS (SYMBOL) 2 34 68
W5-4 48" x 48" RAMP NARROWS 1 34 34

W13-4P 36" x 36" ON RAMP 2 27 54
W20-1 48'' x 48'' ROAD WORK AHEAD 3 34 102
W20-4 48'' x 48'' ONE LANE ROAD AHEAD 1 34 34
W20-5 48'' x 48'' LEFT OR RIGHT LANE CLOSED AHEAD 2 34 68
W20-7 48'' x 48'' FLAGGER 2 34 68

SPECIAL 48'' x 48'' REST AREA CLOSED AHEAD 1 34 34
***** TYPE III BARRICADE - 8 FT. SINGLE SIDED 15 40 600

TOTAL UNITS 1324

SIGN 
CODE SIGN SIZE DESCRIPTION

NUMBER 
REQUIRED

UNITS PER 
SIGN UNITS

G20-2 36'' x 18'' END ROAD WORK 2 17 34
W3-4 48'' x 48'' BE PREPARED TO STOP 2 34 68
W20-1 48'' x 48'' ROAD WORK AHEAD 4 34 136
W20-4 48'' x 48'' ONE LANE ROAD AHEAD 2 34 68
W20-7 48'' x 48'' FLAGGER 4 34 136

TOTAL UNITS 442

*****

090E-253  BRULE COUNTY  PCN 046Q

*****

090P-253  AURORA COUNTY  PCN 046Q

090W-253  BRULE COUNTY  PCN 046Q
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