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SECTION F ESTIMATE OF QUANTITIES

BID ITEM

NUMBER DESCRIPTION QUANTITY UNIT
120E6200 Water for Granular Material 194 Mgal
260E1010 Base Course 1940 Ton
260E1030 Base Course, Salvaged 14124 Ton
260E3010 Gravel Surfacing 100 Ton
320E0006 PG 64-22 Asphalt Binder 287 Ton
320E1050 Class E Asphalt Concrete 4784 Ton
320E3000 Compaction Sample 3 Each
330E0100 SS-1h or CSS-1h Asphalt for Tack 5 Ton

WATER FOR GRANULAR MATERIAL

Water for granular Material is estimated at the rate of 12 gallons of
water per ton. The estimate quantity of Water for Granular Material
is 194 MGal.

Payment will be made at the contract unit price for "Water for
Granular Material.”

RATES OF MATERIALS

The estimate of quantities is based on the following quantities of
materials per station.

BASE COURSE, OR BASE COURSE, SALVAGED

Gravel base course for street construction shall be placed to a point
one foot behind the back of the proposed curb and gutter. Base
course shall conform to all the requirements of Section 882 of the
Standard Specifications for Aggregate Base Course. An additional 200
tons of gravel base material has been added to the quantities for
temporary driveway access use.

Base course shall be furnished by the contractor.

CGRAVEL SURFACING

Gravel surfacing shall be used for re—grading driveways. Where
required, gravel surfacing for driveways shall be placed to a depth
of three inches and graded to provide a smooth transition to the
adjacent surfaces. Gravel surfacing shall conform to the requirements
to the Standard Specifications.

CLASS E ASPHALT CONCRETE

Mineral aggregate for the Class E asphalt concrete shall conform to
the requirements of he Standard Specifications for Class E, Type 1.

All other requirements in he Standard Specifications for Class E
asphalt concrete shall apply.

Asphalt binder shall be PG 64-—22.
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RATES OF MATERIALS
GRAVEL BASE OR BASE COURSE, SALVAGED

Crushed Aggregate 273.0 tons/Sta. applied at 39 feet wide

The exact proportions of this material will be determined on
construction.

CLASS E ASPHALT CONCRETE MIX

Bottom lift will be 2 1/2” compacted in—place
Top lift will be 2” compacted in—place.

1st Lift Mineral Aggregate 46.37 Tons/Sta.

PG 64—22 Binder

Total

49.33 Tons/Sta.

2nd Lift Mineral Aggregate 37.10 Tons/Sta.
PG 64—22 Binder

Total

39.47 Tons/Sta.

The exact proportions of this material will be determined on
construction.

ASPHALT FOR TACK

Asphalt for tack shall be applied at a rate of 0.05 gallons per
square yard.

Asphalt for tack shall be applied at the rate of 0.077
tons/station when applied 32.0 feet wide.

The exact proportions of this material will be determined on
construction.
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Table of Additional Quantities
Base Course or | Water for Salvage and Stockpile Uass E PG 64-22
Unclassified Base Course Granular | Asphalt Mixand Granular Asphalt Asphalt Asphalt
Excavation Salvaged Material Base Material Binder Binder for Tack

(CuYd) (Ton) (Mgal) (Ton) (Ton) (Ton) (Ton)
Location
Intersecting Roads
Ohlman Street Radii 51 66.5 0.8 216 123 0.019
Miller Street 111 108.9 1.8 163 26.2 1.57 0.025
Wisconsin Street 136 106.4 1.3 27.5 1.65 0.024
Rowley Street 117 1531 1.8 93 478 2.87 0.04
Driveways
2+15to 2+54 R 11 14.1 0.17 5.4 0.32 0.005
6+06 to 6+58 10 132 0.16 5 0.3 0.004
18+22 to 18+60 7 9.6 0.11 b 0.22 0.003
36+79 to 38+10 36 47.35 0.57 18 1.08 0.14
38+59 to 39+00 11 149 0.18 5.63 0.34 0.005
Totals 490 533.05 6.89 256 160.73 9.65 0.265
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SPRUCE STREET

TYPICAL SURFACING SECTION

SCALE: NONE

This is the point referred on the Plans Profile
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