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SEQUENCE OF OPERATIONS 
 
Prior to installing signs in North Dakota the Contractor shall complete the 
necessary permits by contacting the Dickinson and Bismarck Districts at (701) 
328-6950 and (701) 227-6500, respectively. 
 
Traffic shall be maintained through the project at ALL times. 
 
The Contractor shall submit a proposed sequence of operations for the 
Engineer’s review and approval at least two weeks prior to the preconstruction 
meeting. 
 
The Contractor shall be aware of the Scope of Work notes in Section E and F 
along with the Sequence of Operations notes in Section E and coordinate work 
accordingly. 
 

Sequencing for the removal of the approach guardrail on each side of the 
roadway shall be such that only the removal will be allowed when each 
separate construction phase commences. Prior to shifting to Phase II 
construction, the Contractor shall place drums or Type II Barricades at 25-foot 
intervals for a distance of 175 feet beyond the exposed bridge end for each 
direction of traffic in accordance with Section 630 of the Standard Specification.  
These drums or barricades shall remain in place until the new guardrail has 
been installed for both phases. 
 
For each site, the Contractor may place the asphalt surfacing after the 
completion of all bridge work.  Multiple asphalt lift laydown operations will not be 
allowed on the same location on the same day, unless approved by the 
Engineer. 
 
Guardrail may be placed after the completion of the bridge work and the 
placement of the asphalt surfacing.  All guardrail must be in place prior to 
opening the roadway to traffic and removing the traffic control. 
 
Once work that inconveniences traffic has commenced on a structure site, it 
shall be pursued in a near continuous, expeditious manner to its completion.  
Any work that restricts the motorist from driving the posted speed limit, reduces 
existing roadway width, or causes a potentially unsafe condition due to 
Contractor operations such as frequent movement of equipment or materials on 
or through the project, is considered to be an inconvenience to traffic.   
 
The Contractor will be allowed to work on all structure sites simultaneously.  If 
the Contractor elects not to work at all sites simultaneously then once work 
commences on the SD Hwy 63 or US Hwy 12 structures, the Contractor will be 
required to work on both of the structures within that particular roadway 
segment simultaneously to minimize the inconveniences to traffic. 
 
Traffic Signal System Setups/Traffic Control Device Setups will be required to 
complete the work on three of the six structure sites within this Contract and two 
sites will require a stop sign setup.  See the “Temporary Movable Concrete 
Barrier Placement at Bridge Ends on Two-Lane Highway with a Stop Condition” 
sheet for details. 
 
A signal system will not be required for Structure # 16-665-200 on US Hwy 12 
as flagging shall be utilized to facilitate traffic during construction. 
 
The Contractor shall maintain access on and off the highway for local residences 
and county roads. 
 
PROJECT WORK HOURS 
 
The Contractor may perform work on the roadway during daylight hours only, 
unless additional hours are approved by the Engineer.   
 
GENERAL MAINTENANCE OF TRAFFIC 
 
All traffic control sign locations shall be set in the field by the Contractor and 
verified by the Engineer prior to installation. 
 
Certified flaggers properly attired and preceded by FLAGGER symbol signs, will 
be required where work activity and/or equipment present a hazard to the 
workers, a hazard to through traffic, or encroaches into a driving lane. 
 
Removing, relocating, covering, salvaging and resetting of existing traffic control 
devices, including delineation, shall be the responsibility of the Contractor.  Cost 
for this work shall be incidental to the contract unit prices for the various items 
unless otherwise specified in the plans.  Any delineators and signs damaged or 
lost shall be replaced by the Contractor at no cost to the State. 

 
 
 
Storage of vehicles and equipment shall be outside the clear zone and as near 
as possible to the right-of-way line.  Contractor’s employees should mobilize at 
a location off the right-of-way and arrive at the work site in a minimum number 
of vehicles necessary to perform the work.  
 
Indiscriminate driving and parking of vehicles within the right-of-way will not be 
permitted.  Any damage to the vegetation, surfacing, embankment, delineators 
and existing signs resulting from such indiscriminate use shall be repaired 
and/or restored by the Contractor, at no expense to the State, and to the 
satisfaction of the Engineer. 
 
Traffic approaching the project from intersecting roadways and approaches must 
be adequately accommodated.  Major intersections or large commercial entrances 
may require additional signing, flaggers, and channelizing devices on a temporary 
basis until work activities pass these areas. 
 
All non-fixed location signs may be mounted on portable supports.  The portable 
supports shall be constructed to yield upon impact to minimize hazards to 
motorists, and shall be of proper height.  The bottom of signs on portable or 
temporary supports shall not be less than seven feet above the pavement in 
urban areas and one foot above the pavement in rural areas.  Portable sign 
supports may be used as long as the duration is less than 3 days.  If the 
duration is more than 3 days the signs shall meet the minimum mounting 
heights of 5 foot for rural areas and 7 foot for urban areas. 
 
Narrow width signing shall be paid for at the contract unit price per square foot 
for “Temporary Signing”. 
 
The Contractor shall provide documentation that all breakaway sign supports 
comply with FHWA NCHRP Report 350 or MASH crash-worthy requirements.  
The Contractor shall provide installation details at the preconstruction meeting 
for all breakaway sign support assemblies. 
 
Erect only those signs that are applicable to the work in progress.  When the 
Contractor is working at specific work spaces within the project, only those 
traffic control devices applicable to that operation should be displayed.  Non-
applicable signs and/or devices shall be removed from view by the Contractor 
and stored a minimum of 30 feet from the driving lanes during periods of in-
activity.  All costs to do this work shall be incidental to the contract lump sum 
price for “Traffic Control, Miscellaneous”. 
 
A shadow vehicle, equipped with flashing amber light and a ROAD 
MACHINERY AHEAD sign prominently displayed, shall be used in advance of 
landscaping, clean up, and other mobile work activities.  Highway equipment 
working within traffic or adjacent to traffic shall, at all times, display a flashing or 
revolving amber light to warn the traveling public.  The Contractor shall maintain 
the driving surface on the project to eliminate hazards to the traveling public.  
The driving surface is defined as both Driving Lanes along with both outside 
shoulders on the project. 
 
The cost for additional signs shall be paid for at the contract unit price per unit 
for “Traffic Control”.  Additional Flagger hours shall be paid for at the contract 
unit price per hour for “Flagging”.  The cost of additional channeling devices 
shall be incidental to the contract lump sum price for “Traffic Control, 
Miscellaneous”. 
 
Traffic Control units, as shown in the Estimate of Quantities, are estimates.  
Contractor’s operation may require adjustments in quantities, either more or less.  
Payment will be for those signs actually ordered by the Engineer and used. 
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TEMPORARY TRAFFIC SIGNAL SYSTEM 
 
The Contractor shall furnish, install, operate, and maintain a “Portable 
Temporary Traffic Signal System” during construction phases as determined by 
the Engineer. 
 
The Temporary Traffic Signal System shall be set up to dwell in red. 
 
The green time may be adjusted as needed. 
 
Initial Timings for the structures are as detailed below: 
 
 

Structure 16-580-084 ~ SD63 (MRM 252.78) 
 

Red = 62 sec.   Yellow = 7 sec.  Green = 30 sec. 
 
The aforementioned dwell timings are based on 1,363 feet between opposing 
STOP BARS. 
 

Structure 16-580-075 ~ SD63 (MRM 253.60) 
 

Red = 64 sec.   Yellow = 7 sec.  Green = 30 sec. 
 
The aforementioned dwell timings are based on 1,413 feet between opposing 
STOP BARS. 
 

Structure 16-026-001 ~ SD73 (MRM 252.86) 
 

Red = 61 sec.   Yellow = 7 sec.  Green = 25 sec. 
 
The aforementioned dwell timings are based on 1,338 feet between opposing  
STOP BARS. 
 
 
TRAFFIC CONTROL 
 
The Contractor shall designate an employee who will be available 24 hours/day, 
7 days/week to be responsible for the maintenance of traffic during periods of 
repair work.  The person designated must have training and experience in the 
field of construction traffic control and be knowledgeable about the Manual on 
Uniform Traffic Control Devices (MUTCD).  The cost of the traffic control person 
shall be incidental to the contract lump sum price for “Traffic Control, 
Miscellaneous”.  The Engineer must approve the employee selected.  The 
name and phone number of person(s) shall be provided to the SD Department 
of Transportation (845-3844), SD Highway Patrol (Pierre State Radio (773-
3536)), Mobridge Dispatch (845-5000), and Corson County Sheriff Department 
(273-4210). 
 
Channelizing devices in a series shall be of the same type.  Channelizing drums 
shall be of a two part construction with breakaway bases. 
 
All traffic control devices shall be in “like new” condition.   
 
Type III Barricades 8’ wide shall mark both ends of the construction work zone.  In 
addition, Type III Barricades 8’ wide shall be placed in the lanes that are closed to 
traffic at the discretion of the Engineer. 
 

 
TEMPORARY PAVEMENT MARKING 
 
After completion of applicable site work, temporary road markers shall be as per 
the Standard Specifications until the application of permanent pavement 
markings. 
 
Flagger symbol signs (W20-7a) and flaggers, or a shadow vehicle with rotating 
yellow lights or strobe lights shall be positioned on the roadway shoulder in 
advance of workers for both directions of traffic during the installation of 
temporary pavement markers.  The traffic control device used shall be moved to 
provide proper warning of the work operation.  A ROAD WORK AHEAD (W20-
1), a Workers symbol sign (W21-1a) or a BE PREPARED TO STOP (W3-4) 
warning sign shall be mounted on the rear of the shadow vehicle.  The method 
of traffic control used by the Contractor for this work shall be approved by the 
Engineer. 
 
Pavement marking tape, Type 2, shall be used for all stop bars. 
 
Approximately 144 feet of 4 inch white (24" stop bar reduced to 4" equivalent) 
and 2,400 feet of 4 inch yellow will be required per structure site.  The 
Contractor will be paid only once for tape placement.  The Contractor is 
responsible for maintaining and cleaning the tape throughout the duration of the 
project and for removing all temporary pavement marking tape when it is no 
longer required. 
 
A quantity of temporary road markers has been set up for the different phases 
of traffic control. 
 
After completion of structure site work, temporary pavement marking shall be 
used to mark centerline of all new surfaces.  A quantity was also setup to be 
used in conjunction with the channelizing devices, see plans for details.  The 
temporary pavement marking used in conjunction with the channelizing devices 
must be tabs or tape. 
 
 
PERMANENT PAVEMENT MARKING 
 
The Contractor shall advise the Engineer a minimum of 2 weeks prior to the 
application of the permanent pavement marking to allow the State to check and 
mark the location of no passing zones. 
 
The application of permanent pavement marking paint may not begin until 2 
calendar days following completion of flush seal and shall be completed within 
14 calendar days following completion of the flush seal.  If the Flush Seal is 
eliminated, the Contactor shall complete the application of permanent pavement 
marking paint no sooner than 2 calendar days, but within 14 calendar days 
following completion of final surfacing. 
 
The Contractor will be required to repaint all existing pavement marking 
including centerline, edge line, lane lines, turn arrows, etc.  This list is 
approximate.  The Contractor will be required to inventory and mark, and/or 
offset the extent and location of the existing turn arrows, etc. before the 
markings are obliterated.  Additional quantities are included in the Estimate of 
Quantities to paint the additional pavement markings. 
 
All materials shall be applied as per manufacturer’s recommendations. 
 

 
 
 
MOVABLE CONCRETE BARRIER 
 
There are a total of 354 movable concrete barrier sections (344 straight 
sections and 10 tapered end sections) available at the Mobridge SDDOT 
Maintenance Yard that shall be picked up by the Contractor to be utilized on this 
Contract.  The quantity of barrier will be enough to accommodate the bridge 
work and approach pavement reconstruction work.  The Contractor shall 
contact John Villbrandt (605-845-3844) prior to picking up and returning any 
barriers. 
 
For the purpose of estimating quantities, this Contract has be setup to 
accommodate enough barriers based on the assumption that all structures will 
be worked on simultaneously. However, if the Contractor elects not to work on 
all the structures at once the cost to move and reset the barriers to another site 
will be paid at the same contract unit price as the “Traffic Control Movable 
Concrete Barrier” bid item.   
 
All movable concrete barrier units shall be hauled to the Mobridge SDDOT 
Maintenance Yard at the completion of the project if not utilize at another site(s) 
or at the end of the construction season.   
 
All costs for labor, equipment and incidentals required for loading, hauling, 
unloading, placing, shifting barrier between phased construction, for utilizing 
barrier multiple times between the different construction sites, for removing old 
delineators and road markers from the barrier(s), and returning the barrier 
sections to the Mobridge SDDOT Maintenance Yard shall be paid for at the 
contract unit price per each for “Traffic Control Movable Concrete Barrier”. 
 
Payment will not be made for the item Traffic Control Movable Concrete Barrier 
until after the “4” x 8” Amber Delineator Back to Back, Barrier Mounted” 
delineation has been properly installed. 
 
The Contractor shall take care to insure that all barriers used for Traffic Control 
are returned to the Mobridge SDDOT Maintenance Yard stockpile location in 
satisfactory condition. 
 
The table below shows the total number of barrier required at each site. 
 
 Hwy    Structure 

Number  
Straight 
Sections  

End 
Sections 

 SD63    16-580-084  91  2 
 SD63    16-580-075  95  2 
 US12    16-066-010  33  2 
 US12    16-072-011  35  2 
 SD73    16-026-001  90  2 
     Totals:   344  10 
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*** Two signs are required, one reading NORTH (SD 63) and one reading SOUTH (SD 63) 15 FT WIDE.
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** Three signs are required, two reading NORTH and one as shown.

* Five signs are required, three reading EAST (US 12) and two reading WEST (US 12) 12 FT WIDE.
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DRAWING NOT TO SCALE
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Work Limits - (Refer to ** for details)

$ - 15’ (SD Hwy 63 Structure # 16-580-084 & 16-580-075)

$ - 12’ (US Hwy 12 Structure # 16-066-010 & 16-072-011)

$ - 13’ (SD Hwy 73 Structure # 16-026-001)

Work Limits - (Refer to ** for details)

BRIDGE ENDS ON TWO-LANE HIGHWAY WITH A STOP CONDITION
TEMPORARY MOVABLE CONCRETE BARRIER PLACEMENT AT 

Channelizing Device

Channelizing Device

     62 Barrier Sections (SD Hwy 73 Structure # 16-026-001)

      7 Barrier Sections (US Hwy 12 Structure # 16-072-011)

      5 Barrier Sections (US Hwy 12 Structure # 16-066-010)

     67 Barrier Sections (SD Hwy 63 Structure # 16-580-075)

** - 63 Barrier Sections (SD Hwy 63 Structure # 16-580-084)

SEE STANDARD PLATES 634.25 AND 634.26 FOR MORE DETAILS.

STRUCTURE # 16-066-010 & 16-072-011 WILL REQUIRE A STOP SIGN SETUP.

STRUCTURE # 16-580-084, 16-580-075, & 16-026-001 WILL REQUIRE A SIGNAL SYSTEM.

ANY ADJUSTMENTS MADE TO THE BARRIER CONFIGURATION SHALL BE APPROVED BY THE ENGINEER.

NOT NEEDED,  SLOPED END SHALL BE PLACED AT EDGE OF SHOULDER.

10 FOOT MAXIMUM DISTANCE FROM EDGE OF SHOULDER TO SLOPED END.    IF CONSTRUCTION ACCESS IS 
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	c1
	c2-c3
	UTRAFFIC CONTROL
	All traffic control devices shall be in “like new” condition.
	Type III Barricades 8’ wide shall mark both ends of the construction work zone.  In addition, Type III Barricades 8’ wide shall be placed in the lanes that are closed to traffic at the discretion of the Engineer.
	The Contractor will be required to repaint all existing pavement marking including centerline, edge line, lane lines, turn arrows, etc.  This list is approximate.  The Contractor will be required to inventory and mark, and/or offset the extent and loc...
	All materials shall be applied as per manufacturer’s recommendations.
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