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SECTION M ESTIMATE OF QUANTITIES 

PAVEMENT MARKING 

Cold applied plastic pavement markings and pavement marking paint shall be 
applied in accordance with the manufacturer’s recommendations. The 
pavement marking materials shall be as defined in Sections 980 and 983 of 
the Specifications. 

GROOVING FOR COLD APPLIED PLASTIC PAVEMENT MARKING

The Contractor shall establish a positive means for the removal of the 
grinding and/or grooving residue. Residue from dry grooving shall be 
vacuumed. Solid residue shall be removed from the pavement surfaces 
before being blown by traffic action or wind. Residue from wet grooving shall 
not be permitted to flow across lanes being used by public traffic or into gutter 
or drainage facilities. Residue, whether in solid or slurry form, shall be 
disposed of in a manner that will prevent it from reaching any waterway in a 
concentrated state. All costs for removal of grinding and/or grooving residue 
shall be included on the contract unit price per foot for “Grooving for Cold 
Applied Plastic Pavement Marking”. 

CROSSWALK MARKING 

The Contractor shall place a crosswalk bar centered on each lane line and a 
crosswalk bar in the middle of each lane.  The crosswalk bar is 2 ft wide.  The 
spacing between crosswalk bars shall not exceed 5 ft and spacing shall be 
consistent across the approach.  The Contractor shall direct any questions 
regarding the placement of the crosswalk bars to the Region Traffic Engineer. 

MARKING ACCOMMODATIONS OUTSIDE RECONSTRUCITON LIMITS 

Quantities have been included in the Estimate of Quantities for use in
replacing pavement markings outside of the limits of full reconstruction.  An 
equivalent length of striping and arrows have been included for painting one 
city block south of St. James Street and grooving and taping one city block 
north of Kansas City Street.  All permanent pavement marking outside the 
limits of full reconstruction shall be at the direction of the Engineer. 
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