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 PROJECT STATE OF 
SOUTH 

DAKOTA  

SHEET 
NO. 

  

TOTAL 
SHEETS 

 

SECTION F – ESTIMATE  OF QUANTITIES 
 

 
 
SURFACING THICKNESS DIMENSIONS 
 
Plans quantity will be applied though the thickness may vary from that 
shown on the plans. 
 
At those locations where material must be placed to achieve a required 
elevation, plans quantity may be varied to achieve the required elevation. 
 
 
BASE COURSE, SALVAGED 
 
The Base Course, Salvaged shall be obtained from the stockpile site(s) 
provided by the Contractor from the material salvaged on this project and 
may be used without further quality testing. 
 
All other requirements for Base Course, Salvaged shall apply. 
 
 
 
TABLE OF ADDITIONAL QUANTITIES 
 
 
 
 
Location-Description 

Water 
for 
Granular 
Material 

Base 
Course 

Base 
Course, 
Salvaged  

Asphalt 
Concrete 
Composite 

 MGal Ton Ton Ton 
Mainline     

  Sta. 3+02.00 to 4+99.21 7.7  648.8 99.6 / 94.9 / 
89.9 

  Sta. 6+49.42 to 8+53.00 7.9  669.8 102.8 / 97.9 
/ 92.8 

     
Guardrail 3.9  327.3 43.3 
     
Traffic Diversion 6.3 545.8   
     
Totals 25.8 545.8 1,645.9 621.2 
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12’12’ 12’

14’14’

Slope: 0.03’/ Ft. Slope: 0.03’/ Ft.

Traffic Diversions

>

>

 
4:14:

1

Slope: 0.02’/Ft.Slope: 0.02’/Ft
.

 

 

Sta. 6+49.42 to Sta. 8+53

Sta. 3+02 to Sta. 4+99.21

Surfacing Typical Section

1’1’1’ 1’1’1’

5’ 3’ 6’ 12’ 5’3’6’12’

2" Asphalt Concrete Composite

2" Asphalt Concrete Composite

2" Asphalt Concrete Composite

5’12’12’5’

1’

1’

1’

1’

.5’ .5’

Granular Base Material

Asphalt Mix and 

Salvage & Stockpile

2" Asphalt Concrete, In Place

2" Asphalt Concrete, In Place

3" Asphalt Concrete, In Place

5" Base Course, In Place

6" to 12" Subbase, In Place

4:14:
1

Slope: 0.03’/Ft.Slope: 0.0
3’/Ft.

>

 

In Place

Gravel Surfacing

In Place

Gravel Surfacing

(Sta. 1+57.83 to Sta. 9+90.32 Mainline)

Sta. 0+94.00 to Sta. 9+93.23 Diversion

 

 

Sta. 6+00.21 to Sta. 8+53

Sta. 3+02 to Sta. 5+38.78

In Place Typical Section

12" Base Course, Salvaged

4" Base Course3:
1 3:1
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