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Str. # 38-166-196

Sta. 38+19.06 Ah

Equation: Sta. 38+18.0 Bk =

Sta. 227+77.37 Ah

Equation: Sta. 227+31.49 Bk =
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Median Crossover, In Place
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MRM 192.65 (I-90W)

Str. # 38-180-198

1
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Median Crossover, In Place

Sta. 445+70

M.R.M.= 198.00 + 0.049

Station 445+70.0

MRM 194.81 (I-90W)

Str. # 38-200-190/Approach Slabs

Sta. 272+30 to Sta. 273+50

Surfacing Exception
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M.R.M.= 88.10 + 0.032

Station 46+89.1

MRM = 87.24 + 0.005

Station 0+00 - 15’

MRM 87.36 (US 83)

Str. # 43-026-195
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ESTIMATE OF QUANTITIES (IM 0904(57)189) 
 

 
 
PAVEMENT MARKING PAINT 
 
All materials shall be applied as per manufacturer’s recommendations. 
 
 
COMPLETION OF PERMANENT PAVEMENT MARKINGS 
 
The application of permanent pavement marking paint must be installed on the new 
westbound lanes (this includes the gore areas and the ramps) prior to restoring 
traffic to the reconstructed westbound lanes.  The permanent pavement marking 
paint on the eastbound lanes (yellow edgeline only) within the project limits must 
be installed prior to the removal of the channelizing devices separating the two way 
traffic. 
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FURNISHING AND APPLYING PAVEMENT MARKING PAINT DETAIL 
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SHEETS 

IM 0904(57)189 &  
NH 0083(85)87 M3 M3 

 
 
 

Typical pavement marking as shown on this sheet shall be applied throughout the entire length of 
divided roadway. 

 
 
 

Pavement marking at On Ramps and Off Ramps shall be applied as detailed in these plans. 
 
 
 

Traffic Control shall be incidental to the cost of application. The striper and advance or trailing warning 
vehicle shall be equipped with flashing amber lights or advance warning arrow panel. 
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