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MRM 153.00+ 0.000 (EB Lanes)             
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MRM 155.44
Str. # 36-360-099
Continuous Concrete Bridge

MRM 159.42
Str. # 36-400-103
Continuous Concrete Bridge

MRM 163.04
Str. # 36-436-106
Continuous Concrete Bridge

Sta. a778+35.27 Ah
Sta. 778+03.37 Bk.=
Equation:

Sta. b 0+00 Ah
Sta. a905+10.17 Bk.=
Equation:
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ESTIMATE OF QUANTITIES 
 

 
 
PAVEMENT MARKING PAINT 
 
All materials shall be applied as per manufacturer’s recommendations. 
 
 
COMPLETION OF PERMANENT PAVEMENT MARKINGS 
 
The application of permanent pavement marking paint must be installed on the new 
eastbound lanes (this includes the gore areas and the ramps) prior to restoring 
traffic to the reconstructed eastbound lanes.  The permanent pavement marking 
paint on the westbound lanes within the project limits must be installed immediately 
following the removal of the channelizing devices separating the two way traffic and 
must be completed by night fall the same calendar day. 
 

PROJECT STATE 
OF 

S.D. IM 0903(101)153 

SHEET 
NO. 

M2 
 
 

  

M3 

TOTAL 
SHEETS 



M
ED

IA
N

 S
H

O
U

LD
ER

 

4"
 Y

EL
LO

W
 

4"
 W

H
IT

E 
- 2

" 
fr

om
 C

L 

4"
 W

H
IT

E 

O
U

TS
ID

E 
SH

O
U

LD
ER

 

 

 
FURNISHING AND APPLYING PAVEMENT MARKING PAINT DETAIL 
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IM 0903(101)153 M3 M3 

 
 
 

Typical pavement marking as shown on this sheet shall be applied throughout the entire length of 
divided roadway. 

 
 
 

Pavement marking at On Ramps and Off Ramps shall be applied as detailed in these plans. 
 
 
 

Traffic Control shall be incidental to the cost of application. The striper and advance or trailing warning 
vehicle shall be equipped with flashing amber lights or advance warning arrow panel. 
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