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BEGIN IM 0903(101)153 

MRM 153.00+ 0.000 (EB Lanes)             

Sta.  566+30                                  

                                        

                                        

                                        

MRM 155.44
Str. # 36-360-099
Continuous Concrete Bridge

MRM 159.42
Str. # 36-400-103
Continuous Concrete Bridge

MRM 163.04
Str. # 36-436-106
Continuous Concrete Bridge

Sta. a778+35.27 Ah
Sta. 778+03.37 Bk.=
Equation:

Sta. b 0+00 Ah
Sta. a905+10.17 Bk.=
Equation:
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MRM 163.00 +0.890 (EB Lanes)             
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ESTIMATE OF QUANTITIES 
 

 
 
SALVAGE TRAFFIC SIGN 
 
All existing signs listed for salvage in the Table of Signs to be Salvaged shall be 
dismantled and delivered to the Kadoka Maintenance Yard.  All bases, posts, 
footings and hardware become the property of the Contractor.  All cost for labor and 
equipment necessary to remove, dismantle, and deliver the signs to the Kadoka 
maintenance Yard shall be incidental to the contract unit price per each for Salvage 
Traffic Sign. 
 
 
TABLE OF SIGNS TO BE SALVAGED 
 
M.R.M. Sign Description Sign Support 
153.24 Emergency Park Steel 
158.05 Slippery / Wet Telespar 
162.79 EXIT 163 Steel 
163.29 YIELD Steel 
163.57 Route Markers Telespar 
163.68 Slippery / Wet Telespar 
163.90 Emergency Park Steel 
 
 
PERMANENT SIGNING 
 
Salvaged signs shall be reset by State forces. 
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DELINEATOR LAYOUT

LEGEND

INTERSTATE

90

PROJECTSTATE

OF

SHEET

NO.

TOTAL

SHEETS

S.D.

POSTS SHALL BE 1.12 LB/FT

(TYPICAL)
MAINLINE INTERSTATE

@ 225’ SPACING

4"x4" WHITE

CURVE DELINEATION @ 528’ SPACING

4"x4" WHITE

TANGENT DELINEATION

@ 225’ SPACING

4"x4" WHITE

CURVE DELINEATION
@ 528’ SPACING

4"x4" WHITE

TANGENT DELINEATION

4"x4" DELINEATOR

NO SCALE

S3 S5
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PROJECTSTATE

OF

SHEET

NO.

TOTAL

SHEETS

S.D.

LEGEND

INTERSTATE

90

NO SCALE

DELINEATOR LAYOUT

SEE INSET A

25’

RAMPS

SIGN

EXIT GORE

(TYPICAL)

INSET A - GORE AREA DELINEATION

S5S4

@ 25’ SPACING

5 - 4"x8" AMBER

AT POINT OF GORE

MARKER INSTALLED

TYPE 2 OBJECT

8"X24" YELLOW

@ 25’ SPACING

5 - 4"x8" WHITE

4"x4" DELINEATOR

4"x8" DELINEATOR

POSTS SHALL BE 1.12 LB/FT

@ 100’ SPACING

4"x4" WHITE

@ 100’ SPACING

5 - 4"x8" WHITE

@ 100’ SPACING

4 - 4"x8" WHITE

@ 100’ SPACING

6 - 4"x4" AMBER

@ 100’ SPACING

4"x4" WHITE
@ 100’ SPACING

4 - 4"x8" WHITE
@ 50’ SPACING

8 - 4"x8" WHITE

IM 0903(101)153



4’- 0"

1"

4"

4"

4"

x
�" Radius

MAXIMUM 6’- 0"

VARIABLE SLOPE

2’

1"

x
�" Radius

1�"

5"

4"

8"

DIRECTION OF TRAFFIC

.250"
.500"

.280"

.359"

POST

COLLAR

�" FASTENER

G

SHEAR POINT

**

**

WASHER

DELINEATOR

1"

(TYPICAL)

TRAFFIC

TRAFFIC

6’ Typical

STRUCTURE WIDTH GREATER THAN OR EQUAL TO FULL ROADWAY WIDTH

LOCATION DETAILS

DELINEATOR ERECTION DETAILS

4’- 0"

PLACEMENT BEHIND GUARDRAIL

CUTAWAY OF POST SHOWING FASTENENER

POST DETAIL

SHOULDER

SHOULDER

SHOULDER

SHOULDER

TRAFFIC

TRAFFIC

SHOULDER

SHOULDER

SHOULDER

SHOULDER

6’ 

6’ 

STRUCTURE WIDTH GREATER THAN OR EQUAL TO FULL ROADWAY WIDTH  -  ONE-WAY TRAFFIC

BACK TO BACK SINGLE

PROJECTSTATE

OF

SHEET

NO.

TOTAL

SHEETS

S.D.

3’- 0"

MAXIMUM 6’- 0"

VARIABLE SLOPE

3’

TYPE 2 OBJECT MARKER INSTALLATION
with Yellow Diamond Grade reflective sheeting 

4" 4�"

8"

24"15"

Mounting Holes  are�"  diameter

PAVEMENT

EDGE OF

SHOULDER

TOP EDGE OF

edge of pavement.

top of post to the

ground and 4 ft. from 

for 2 ft. depth in the 

size post that allows 

Install the appropriate 

    0.180" MAX.

    0.150" MIN.

G = GRIP RANGE

TYP. 30 Holes

�"  Diameter

green(delineator post)

channel post painted

1.12 lb./ft. flanged

CENTERS

AT 1  INCH

30 HOLES

Engineer.

Blind  Rivets with Collar, may be approved by the 

Alternative methods of fastening, such as �" 

Typical

50’ Center to Center

PAVEMENT

EDGE OF

be �"  diameter

Mounting Holes in all  Delineators to

DELINEATORS ON POST
DETAIL FOR SINGLE MOUNTING

Typical

50’ Center to Center

PAVEMENT

EDGE OF

SHOULDER

TOP EDGE OF

MARKER
OBJECT
TYPE 2

S5 S5

4"x4" and 4"x8" DELINEATORS

4"x4" DELINEATOR
4"x8" DELINEATORS

4"x4" DELINEATORS

See Erection Details for Delineators.

4"x4" (White) Single Mount Delineator, Typical.

See Erection Details for Delineators.

4"x4" (Amber) Single Mount Delineator, Typical.

Typical.  See Erection Details for Delineators.

4"x4" (White) Back to Back Delineator

5"

1"

1"

�" RAD.

2 HOLES

2" 2"

4"

Sch 40 PVC

4" TUBULAR DELINEATORS

IM 0903(101)153
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