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Section C - Traffic Control

STATE OF

PROJECT

SOUTH
DAKOTA

NH 0018(197)327

SHEET

TOTAL
SHEETS

Cc2

C3

S ILEW ITEM QUANTITY UNIT
NUMBER
634E0010 Flagging 30.0 Hour
634E0110 = Traffic Control Signs 138 @ SqFt
634E0120 = Traffic Control, Miscellaneous Lump Sum LS
ITEMIZED LIST FOR TRAFFIC CONTROL SIGNS
CONVENTIONAL ROAD
SIGN 1 516N DESCRIPTION NuMBER | sionsize| ST | soFr
CODE PER SIGN
W20-1 |ROAD WORK AHEAD 2 48" x 48" 16 32
W20-4 |ONE LANE ROAD AHEAD 2 48" x 48" 16 32
W20-7 [FLAGGER (symbol) 2 48" x 48" 16 32
W21-5 [SHOULDER WORK 2 48" x 48" 16 32
G20-2 |END ROAD WORK 2 36" x 18" 5 10
CONVENTIONAL ROAD
138

TRAFFIC

CONTROL SIGNS SQFT

The signs illustrated are not required
if the work space is behind a barrier,
more than 2 feet behind the curb, or 15
feet or more from the edge of any
roadway.

The signs illustrated shall be used where
there are distracting situations; such as:
vehicles parked on shoulder, vehicles
accessing the work site via the highway,
and equipment traveling on or crossing
the roadway to perform work operations.

The ROAD WORK AHEAD sign may be replaced
with other appropriate signs, such as

the SHOULDER WORK sign. The SHOULDER WORK
sign may be used for work adjacent to
the shoulder.

* [f the work space is on a divided
highway, an advance warning sign
should also be placed on the left side
of the directional roadway.

For short term, short duration, or mobile
operations, all signs and channelizing
devices may be eliminated if a vehicle with
an activated flashing or revolving yellow
light is used.

Posted Spacing of
Speed |Advance Warning
Prior to Signs
Work (Feet)
(M.P.H.) (A)
0 - 30 200
35 - 40 350
45 - 50 500
55 750
60 - 80 1000
WORK
SPACE
<T

April 15, 2015

NQURG

Published Date: 4th Qtr. 2015

GUIDES FOR TRAFFIC CONTROL DEVICES
WORK BEYOND THE SHOULDER

PLATE NUMBER

634.0/

Sheet | OF |




AHOM
4307TNOHS

Posted Spacing of Spacing of
Speed |Advance Warning| Taper [Channelizing
l T Prior to Signs Length| Devices
Work (Feet) (Feet) (Feet)
(M.P.H.) (A) (L) (G)
0 - 30 200 180 25
35 - 40 350 320 25
45 - 50 500 600 50
55 750 660 50
60 - 65 1000 780 50
B Channelizing Device
END
ROAD WORK
G20-2

The channelizing devices shall be drums or

overnight.

AHOM
430TNOHS

NHOM
4307NOHS

‘ 42" cones if traffic control must remain

For short duration operations (I hour
or less) all channelizing devices may be
eliminated if a vehicle with an activated
flashing or revolving yellow light is used.

Worker signs (W2l-1 or W2l-l1a) may be
used instead of SHOULDER WORK signs.

on the left side of a divided or one-way
roadway only if the left shoulder is
affected.

‘ A SHOULDER WORK sign should be placed

The SHOULDER WORK sign on an

8£ intersecting roadway is not required if
drivers emerging from that roadway will

encounter another advance warning sign

before they reach a work activity area.

2-029

XIOM OVOd
ON3

R
_J ‘ \¥WORK SPACE
L .. M

SHOULDER
WORK

September 22,2014
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PLATE NUMBER

GUIDES FOR TRAFFIC CONTROL DEVICES 634.03

Posted Spacing of Spacing of
Speed |Advance Warning|Channelizing
Prior to Signs Devices
Work (Feet) (Feet)
(M.P.H.) (A) (G)
0 - 30 200 25
35 - 40 350 25
45 - 50 500 50
55 750 50
60 - 65 1000 50
[ Flagger

B Channelizing Device

For low-volume traffic situations
with short work zones on straight
roadways where the flagger is visible
to road users approaching from both

directions, a single flagger may be used.

The ROAD WORK AHEAD and the END ROAD
WORK signs may be omitted for short
duration operations (I hour or less).

For tack and/or flush seal operations,
when flaggers are not being used, the
FRESH OIL sign (W21-2) shall be displayed
in advance of the liquid asphalt
areas.

Flashing warning lights and/or flags
may be used to call attention to the
advance warning signs.

The channelizing devices shall be drums
or 42" cones.

Channelizing devices are not required
along the centerline adjacent to work
area when pilot cars are utilized for
escorting traffic through the work
area.

2-029
MIOM QVOY
ON3

Channelizing devices and flaggers shall
be used at intersecting roads to
control intfersecting road traffic as
required.

The buffer space should be extended
so that the two-way traffic taper is
placed before a horizontal or vertical
curve to provide adequate sight
distance for the flagger and queue
of stopped vehicles.

The length of A may be adjusted to
fit field conditions.

Warning sign sequence—/

in opposite direction same
as below.

(Max.)
One Lane Two-way
Traffic Taper

XXX
FEET
wie-2P
(Optional)

September 22,2014

WORK ON SHOULDERS
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LANE CLOSURE WITH FLAGGER PROVIDED
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